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NOTE:  Always double check your application rates.  See Pages 130 and 131 for useful formulas and information.

Typical Applications:
EXCELLENT: Pre-Emerge Surface Applied Herbicides - At medium 
pressures (20-31 psi) produces medium size droplets for good surface 
coverage in applications such as minimum tillage.

EXCELLENT: Post-Emerge Systemic Herbicides - At lower pressures 
(15-20 psi) Helps to control drift.

GOOD: Post-Emerge Contact Herbicides - At higher pressures (30-60
psi) produces smaller droplets for better coverage. Wide angle 110
degree tips produce smaller droplets than 80 degree tip at equal pres-
sures. 
Pre-Plant Incorporated Herbicides - At lower pressures (15-20 psi) 
produces larger spray droplets and reduces drift.

Features:
• Excellent spray distribution over a wide range of pressures - 15-60PSI

(1-4 bar)

• Ideal for rigs equipped with sprayer controllers

• Reduces drift at lower pressures, better coverage at higher pressures

• Available in stainless steel, ceramic and polymer in 110° spray
angles…with VisiFlo® color-coding

• XR TeeJet nozzle molded into Quick TeeJet Cap provides automatic
spray alignment.

• Includes tightly fitting washer that stays put and assures good seal.

Adjust spray height in the field to 
overlap approximately 30% of each
edge of pattern.

TJ/ Description Price

XRC11004-VS XRC Tip/Cap with Stainless Steel Insert 7.64
XRC11004-VP XRC Tip/Cap with Polymer Insert 3.53
XRC11004-VK XRC Tip/Cap with Ceramic Insert 6.24

HOW TO ORDER: Example

Suggested Minimum Spray Height

110° 15 - 18”

20"

XRC


