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NOZZLE BODIES
TJ/ Description Price
QJ353C-500-1-NYB Three outlet 1/2” hose barb 19.18
QJ353C-750-1-NYB Three outlet 3/4” host barb 19.18
QJ353C-1000-1-NYB Three outlet 1” hose barb 19.18
QJ355C-500-1-NYB Five outlet 1/2” hose barb 19.18
QJ355C-750-1-NYB Five outlet 3/4” hose barb 19.18
QJ355C-1000-1-NYB Five outlet 1” host barb 19.18

TJ/ Description Price
QJ353C-500-2-NYB Three outlet 1/2” hose barb 19.18
QJ353C-750-2-NYB Three outlet 3/4” host barb 19.18
QJ353C-1000-2-NYB Three outlet 1” hose barb 19.18
QJ355C-500-2-NYB Five outlet 1/2” hose barb 19.18
QJ355C-750-2-NYB Five outlet 3/4” hose barb 19.18
QJ355C-1000-2-NYB Five outlet 1” host barb 19.18

SINGLE HOSE SHANK DESIGN

Part Number No. of To Fit
Spray Outlets Hose

Single Double Outlets I.D.

QJ353-500-1-NYB QJ353-500-2-NYB 3 1⁄2"
QJ353-750-1-NYB QJ353-750-2-NYB 3 3⁄4"
QJ353-1000-1-NYB QJ353-1000-2-NYB 3 1"

QJ355-500-1-NYB QJ355-500-2-NYB 5 1⁄2"
QJ355-750-1-NYB QJ355-750-2-NYB 5 3⁄4"
QJ355-1000-1-NYB QJ355-1000-2-NYB 5 1"

350 Series Ordering Information:

DOUBLE HOSE SHANK DESIGN

QJ350 Nozzle Body Series for Dry Boom
• Compact design means easier mounting and less interference with

boom structure.

• Available with 3 or 5 spray positions for easy change of spray tips or
quick boom flushing.

• Shutoff between each spray position.

• Positive indexing keeps the nozzle you select firmly in place.

• Maximum operating pressure 300 PSI (20 bar).

• Available in 1⁄2 , 3⁄4  or 1  single or double hose shanks.  Includes
new 2-piece ChemSaver® diaphragm check valve for positive, drip-
free shutoff.

• 1.80 GPM (6.80 l/min) with 5 PSI (0.34 bar) pressure drop.

Quick

QJ355


