NOZZLE ADAPTERS AND ACCESSORIES

e Quick Teefet

W Allows use of Quick TeeJet system from  Teedet Nozzle Bodies

%" NPT female connections

. : Type-TT
B Features ChemSaver® no-drip shutoff. . m .
Requires 10 PSI (0.7 bar) at the nozzle to E! i, Male Inlet NPT or BSPT Connection

open check valve

B Standard diaphragm of EPDM with T/ Nozzle (M)NPT Material Price
optional Viton® available upon request CP1336 1/8TT 1/8” Brass 212
. ) CP1322 1/4TT 1/4” Brass 2.12
B Maximum operating pressure of 300 PSI CP8028-NYB 1/4TT-NYB 174" Nylon 1.50
(20 bar). CP1322-SS 1/4TT-SS 1/4” Stainless Steel 14.31
CP1324 3/8TT 3/8" Brass 2.12
CP1340 1/2TT 1/2" B 7.86
QJ8360-NYB rese
TJ/ Description Price Type-T
QJ8360-NYB Nozzle w/ChemSaver 6.74 Female Inlet NPT or BSPT Connection
TJ/ Nozzle (F)NPT Material Price
: 1/
B Allows use Of.QUICk Teedet system from %” NPT CP1335 1/8T 1/8” Brass 212
male connections CP1321 1/4T 1/4” Brass 2.12
. . . ) CP12094-NYB 1/4T-NYB 1/4” Nylon 1.47
7)) B Side mounting provides protection of the nozzle CP1321-SS 1/4TT-SS 1/4” Stainless Steel 14.31
o body CP1323 3/8T 3/8” Brass 3.70
- CP1339 1/2T 1/2" Brass 7.86
> B Features ChemSaver no-drip shutoff. Requires 10 Ch S
< PSI (0.7 bar) at the nozzle to open check valve em saver
> . . ) )
(@) B Standard diaphragm of EPDM with optional Viton® | TJ/ Description Material Price
(2, available upon request CP21953-EPR  Diaphragm Rubber 0.41
. . CP21953-VI Diaphragm Viton 1.39
QJS8355-NYB B Maximum operating pressure of 300 PSI (20 bar) 21950- 2-NYB  End Cap assy. -2¢  Nylon 3.43
21950-2-PP  End Cap assy. -2#  Polypro. 3.43 B‘lgpﬁ:agg?n?\ N°'N2Y1350'
TJ/ Description Price 21950- 8-NYB  End Cap assy. -8# Nylon 3.43 EPDM ChemSaver
21950- 8-PP End Cap assy. -8# Polypro. 3.43 or Viton End Cap
QJ8355-1/8-NYB Nozzle 9.92 21950-10-NYB  End Cap assy. -10#  Nylon 3.43 oeiod
QJ8355-1/4-NYB Nozzle 9.92 21950-10-PP  End Cap assy. -10#  Polypro. 3.43 Polypropylene

Adapters for Retrofitting

QJ1/4T-NYB QJT-NYB
B Allows use of Quick TeeJet B Permits use of Quick TeeJet
QJT8360-NYB system with 1/4” NPT and system with standard
BSPT male connections 11/16” - 16 Teedet thread
B Maximum operating pressure B Maximum operating pres-
of 300 PSI (20 bar) sure of 300 PSI (20 bar)
B Permits use of Quick Teedet system with TJ/ Description Price TJ/ Description Price
standard 11/16”-16 TeeJet thread QJ1/4T-NYB  Nozzle 2.59 QJT-NYB Nozzle 4.88
B Features ChemSaver no-drip shutoff.
Requires 10 PSI (0.7 bar) at the nozzle to
open check valve
B Standard diaphragm of EPDM with optional QJ1/4TT-NYB
Viton® available upon request
B Maximum operating pressure of 300 PSI (20 B Allows use of Quick TeeJet
bar) system with 1/4” NPT and
BSPT female connections
T T 22674-1/4-NYB
T/ Description Price B Maximum operating pressure
QJT8360-NYB Nozzle w/ChemSaver 6.33 of 300 PSI (20 bar) B Allows use of Quick TeeJet system with 1/4”
NPT female connections
Gasket for QJ1/4T T, QJT & QJT8360

TJ/ Description Price TJ/ Description Price TJ/ Description Price
CP20266-EPDM Fits QJ1/4T &QJTS3  1.72 QJ1/4TT-NYB Nozzle 2.59 22674-1/4-NYB  Nozzle 2.59
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