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MANIFOLD BOLTED BALL VALVES

Manifold Bolted Ball Valves
4 and 6 Bolt Valves

FEATURES

e FKM (viton type) seals.

® PTFE self-lubricating stem bushings and
seats cannot stick or bind.

e Precision molded in polypropylene.
Polypropylene is reinforced with fiberglass
for additional strength.

e Self-aligning ball moves freely against the
PTFE seats for smooth operation. The valve
opens and closes with very little pressure
on the handle.

e Ball is diamond turned, after molding, to
make it spherically perfect, which provides
precise contact between ball and seats.

4 AND 6 BOLT VALVES

OPENING
MAX | PIPE THRU
PART NO. | DESCRIPTION PSI SIZE BALL PRICE
MV100CF | 1" X 1" Flange Ball Valve 150 1" 1" 39.09
MV200CF | 2" X 2" Flange Ball Valve 150 2" 110" 55.31
MV220CF | 2" X 2" FP Flange Ball Valve 150 2" 2" 73.72
MV300 3" X 3" Standard Port Ball Valve | 100 3" 21" 121.02
MV300CF | 3" X 3" Full Port Ball Valve 100 3" 3" 175.41
*Valve Repair Kits Contain Items Marked With Asterisk
1 Ball 2 Body O-Rings 1 Thrust Washer
2 Ball Seats 1 Upper Stem Bushing 1 Stem O-Ring
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GILMAN, ILLINOIS PHONE: 800-872-8894 FAX: 815-265-7130



