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Raven control system with

hydraulic driven  pump

Ausherman coulters

3” bottom fill

Various coulter spacing

Low profile design for a stable
ride. Excellent field tracking
with a short 137   ” from the
hitch pin to the center of the
axle on the 1000 gallon
model.

The Fast Model 8100L uses
special pin material and
reinforced form fitted hinge
joints for years of dependable
service.

Powder coat oven baked paint for excellent coverage, durability, and
resistance to fertilizers and chemicals.

40’ bar has narrow
transport width of
only 14’ 6”.
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TRANSPORT WIDTH
is only 18’2” with two outside coulters removed

COMBINATION BAR
40’ OR 60’

60'

60’ DOUBLE BAR - 24, 30" ROWS



FAST MODEL 8100L LIQUID FERTILIZER APPLICATOR STANDARD EQUIPMENT

Durable baked-on powder coat paint

1000 and 1600 gallon tank sizes

2” bottom fill

John Blue Model LM-4955S, stainless pump head

7” x 7” 3/8” wall toolbar tube single bar up to 40’.

4” x 6” 1/4” wall toolbar tube double bar over 40’.

Available in 8 through 24 row, 30” spacing

Adjustable hydraulic down pressure on wings

Gauge wheels on wings (one set 12 row and wider)

20” heavy duty Clymer coulters

430 lb down pressure spring on coulters

120” fixed axle

14.9 x 46 4-star radial tires on 10 bolt heavy duty hubs

Adjustable hitch, pintle or clevis

10,000 lb heavy duty jack stand

Road light package

Specifications and options subject

to change without notice.

John Blue pumps are known for their
reliability and ease of operation. The Model
LM-4955S handles liquid fertilizers and is
standard equipment on the Fast Model
8100L. It is rated at 120 PSI and up to 68.4
GPM. Driven off the main trailer tire for
smooth operation, it requires very little
maintenance, and accurately applies liquid
fertilizers at varying ground speeds.
Disengages automatically when tool bar is
raised.

Minimize crop damage on end rows and
traverse easily over contours with Fast’s
Model 8100L high lift bar. A full 21  ” of
ground clearance at the coulters. These heavy
duty 20” Clymer spring-loaded coulters
include teflon bushings on the coulter shank
and are equipped with stainless steel tubes,
no-drip check valves, and nozzles.

This Fast 8100L is equipped with the 1600
gallon elliptical tank option and coulters
set on 18” spacing.

This is a 40’ combination bar setup for 30”
rows and can be used as a 12 or 16 row unit.
The bar pictured is in the 12 row position.

Adjustable hydraulic down pressure
allows the toolbar wings to flex up
and down traveling through the
field. (See illustration above.) This
means consistent coulter depth and
optimal placement of crop
nutrients in varying field
conditions.
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